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Med-int-048 digital brain stereotaxic instrument is used outside the skull logo or other reference point 

3 LCD display

Med-int-048 digital brain stereotaxic instrument is used outside the skull logo or other reference point under the three coordinate system, to determine the subcortical location of certain neural structures in order to look directly at the non-exposed conducted under the direction of their stimulation, damage, injection drugs, and other research to guide potential.

Med-int-048 digital brain stereotactic apparatus is neuroanatomy, neurophysiology, and neurosurgery Neuropharmacology important areas of research equipment for the orientation of the neural structure of the injection, stimulation, damage, guide potential, etc, can be used for animal model of Parkinson's disease, epilepsy animal model, brain tumor model, learning and memory, neural stem cell transplantation, cerebral ischemia and other research.

Med-int-048 digital brain stereotactic apparatus is the most cost-effective, standards-based computer with all the features of stereotactic apparatus, and the original standard brain stereotaxic apparatus on the basis of three-dimensional manipulator with an increase of displacement sensor and LCD display, direct reading digital mobile distance, greatly facilitate the reading process of the experiment; three-dimensional manipulator display any point calibration, positioning directly under the map, to avoid the second reading and calculation, simplified the experimental operation ; move away from the reading accuracy of 10 microns, to meet higher test requirements; sensors and LCD display built-in integrated embedded operating arm, place the screen and no additional cables, external appearance and space saving console; button long battery life replacement and maintenance.

1、Technical indicators:

1、 reading accuracy: 10 microns;

2、 show: LCD display (X, Y, Z axis);

3、 Material: alloy materials;

4、 size: 350 × 250 × 340mm;

5、 operation 360-degree rotation arm, swings 180 degrees;

6、 count accuracy: ± 0.01mm;

7、 three-dimensional propeller accuracy: ± 0.01mm;

8、three-dimensional forward stroke: 80mm;

9、 can be up and down, left, before and after rotation precise positioning;

10、 Weight: 5.5kg;

11、 attached to a rat brain atlas;

12、 single-arm mode of operation;

2、 Main features:

1、 LCD display;

a. Digital clarity, ease of reading.

b. Scale digital dual display, very clear, so that accurate readings of Resolution to 0.01mm;

2、Smooth Move:

Triangles guide to enable quick positioning. The universal joints to facilitate horizontal or vertical experimenter;

To mobile electrode, the electrode locking device can be fixed in any point of view, will not slip. Manipulator can;

Bracket rotating a certain angle to the animal fixed.
3、Dual Manipulator Model:

The locator assembly operations at the same time on both sides of arm, that Med-int-047-type brain stereotactic apparatus.

4、Compatibility:

Brain stereotaxic apparatus with the production of micro-injection pump at home and abroad, micro syringes, soft-type cranial drill, various electrodes, adapters and other ancillary uses.
3、Optional different adapters for different animals such as mice, rats, guinea pigs, rabbits, monkeys, cats, chickens, pigeons and other uses (the adapter is optional, users can purchase as needed)

1、Mouse adapter:

As the mouse ear rod may cause difficulty breathing and may even burst the mouse as a mouse adapter does not contain the ear bar, only the jaw plate and nose clip. This case are free to adjust the skull to reach the required angle.
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2、Rats Adapter:

This adapter as the standard stereotactic instrument accessories, along with the locator provided, including appropriate nose clip and ear shot.
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3、Guinea pig adapter:

The adapter includes a pair of ear shot of 45 degrees, and nose clip longer than that of rat adapter more, it can stretch quite a distance after the front teeth.
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4、Bird adapter (chicken, pigeon, etc.):

This adapter uses 45-degree ear shot, bill folder for the inverted V shape. As a substitute, it can also be used to secure the rat.
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5、Rabbit / Cat adapter:

The adapter includes a high degree of upgrading rod (the U-shaped frame to improve 2.5 inches) and the socket holder and 20-degree ear shot.
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